
The Professional’s Choice

Stubble breaker with vibrating tines



Exclusive technology Vibrate to stubble break

Sweep shares
Scalps on the whole width

Straight shares
Better penetration

Vibrating tine
70x12 mm

High clearance
60 cm

Approved signalisation
Traffic in complete safety

Transport wheels
400/60x15,5

low pressure wheels

Twin Roller 
Several rollers according 
to your soil

Multistop
Simplified setting of 

the working depth

Tine spacing
610 mm

A complete setup

2 rows of straight shares2 rows of sweep shares

- Enables an optimal work
- Power saving and excellent crumbling
- Scalps on the width with an important penetration
- Great multifonctionality of the machine

Straight share Sweep share Seeding share

Tine

Multifunctional tine and share

60 cm

Exclusive

Vibrosem

With a DSF 1600/2200 or DSF 1000 front hopper,
transform your stubble-breaker in a seeder.

- Important release and between-beams
- intensive brewing of the soil
- Capacity for going through the crops
- 61 cm space between each row of tines



Work up to 15 cm deep     From 8 to 15 km/h
Vibrate to stubble break

Disc courters

or Levelling bar

Strong frame
80x80 mm beams

Support wheels
200/60x14.5

Spring harrow
Several rollers 
according to your soil

Hydraulique adjustment
of rear equipement

Transport wheels
200/60x14.5

Hydraulique adjustment
of Disc courters

Vibrating tine
70x12 mm

Better penetration

Working depth adjustment
From 2 to 15 cm

600 mm

- Opens the soil before the passage of the tine
- Favors the passage in the important crops

Circular courters

Ø400 mm

Straight shares

Tine spacing

- Easy and precise adjustment
- Good stability of the machine with size wheel
- An important working depth up to  18 cm
- Ideal when the soil needs to be broken up and mixed

Working depth precision

- The most versatile machine of the range 
- Able to work in the important crops
- 20 cm between tines
- Better penetration for a better stubble break

Five tine rows and stronger fram

60 cm
60 cm

Platinum



Specifications
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Your dealer

Foldable models

          Working width 4,00 5,00 6,00 7,00

          Weight (kg)
             with cage roller 1 910 2 250 2 575 3 160

          Power (hp) 120 - 160 140 - 200 160 - 230 180 - 250
          Number of tines 24 32 36 42

Approved
machine DS 200/500 DSF 1000 DSF 1600

535 rue Pierre Levasseur
44158 ANCENIS - FRANCE

T. +33 (0)2 51 14 14 40
F. +33 (0)2 40 96 32 36

Agrix Ø700T-Sem Ø6203 rows harrow

V-Sem Ø600Double V-Sem Ø600Cage Ø450 and Ø526

Combimulch 30Flexi-Roll Ø600 Twin Roller Ø450

          Working width 6,00 8,00

          Weight (kg) 3000 4300

          Power (hp) 160 - 190 200 - 230

          Number of tines 30 40

Platinum


